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1793 July 3, 1914 

VERMONT. 
Moving-Picture Theaters— Sanitary Regulation. (Reg. Bd. of H., May 21, 1914. 

These regulations as adopted by the State board of health apply to all regular com- 
mercial picture houses or halls regularly used for the exhibition of moving pictures. 

Minimum standards for space and ventilation — Floor area. — A minimum of 4$ square 
feet of floor area as a seating space, per occupant, exclusive of aisles and public passage 
ways, shall be provided in the audience hall. 

Cubic space.— A minimum of 80 cubic feet of air space per seat shall be provided in 
the audience hall. 

Quantity of outdoor air. — A positive supply of outdoor air from an uncontaminated 
source shall be provided in the audience hall at all times while the show is open to 
the public, and the quantity of this supply of outdoor air shall be based on a minimum 
requirement of 15 cubic feet per minute per occupant. 

Temperature. — The temperature of the air in the audience hall shall at all times, 
while the show place is open to the public, be maintained throughout at the breathing 
line (persons being seated) within the range of 62° F. to 70° F., except when the 
outside temperature is sufficiently high not to require the air supply for ventilation 
to be heated. The temperature distribution and diffusion of the supplied outdoor air 
shall be such as to maintain the temperature requirement without uncomfortable 
drafts. 

Direct heat sources. — Any good heat source which does not contaminate the air will 
be accepted to supplement the warmed outdoor air supply. Gas radiators are pro- 
hibited. 

Machine-booth ventilation. — Inclosures or booths for the motion-picture machines 
shall be provided with special exhaust ventilation, with a capacity to exhaust at all 
times not less than 60 cubic feet of air space per minute through a one-machine booth, 
not less than 90 cubic feet of air per minute through a two-machine booth, and not less 
than 120 cubic feet of air per minute through a three-machine booth. 

Th is requirement shall include a number of small metal-screened openings (equipped 
with special dampers and automatic appliance with fusible link to automatically close 
tight in case of fire in booth) on the sides of the booth near the bottom of the same, 
aggregating 180 square inches for a one-machine booth, 210 square inches for a two- 
machine booth, and 240 square inches for a three-machine booth; and this booth 
exhaust ventilation shall also include a metal or other fireproof flue extending from the 
top or side at top of booth and carried to proper place of discharge out of doors. The 
ventilation should be augmented by mechanical or other means, so as to exhaust at 
least the quantity of air herein stated. The size of this special fireproof vent flue shall 
not be less than 96 square inches clear area for a one-machine booth, not less than 120 
square inches clear area for a two-machine booth, and not less than 144 square inches 
for a three-machine booth, and this special vent flue shall be provided with an adjust- 
able damper operated from the booth and equipped with an automatic appliance and 
a fusible link to operate to automatically open the damper wide in case of fire in the 
booth. The machine-booth ventilation shall be kept in operation at all times when 
the booth is in use. 

Care of the theater.— After each performance all doors shall be opened and the build- 
ing thoroughly aired. Any litter left by the last occupants shall be removed before 
the next performance. Each day that the building is used it shall be thoroughly 
iwept and all dust removed. A vacuum cleaner or a dustless process of sweeping 
shall be used. 



